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Introduction to the LPG Gas Dip Tank 

 
 
The dip tank is the single most important piece of equipment when it comes to oven cleaning and should 
always be used in accordance with these instructions at all times to keep it in good working order and extend 
its useful life. 

The dip tank is also clearly visible from the back of your van when working at customers homes and should be 
kept clean and tidy at all times to maintain the professional image of your oven cleaning business. 

As it is made of stainless steel all the normal oven cleaning equipment is enough to keep the dip tank clean 
and tidy. 

  



About this User Manual and Safety Guide 

This manual was put together and prepared for users of carrying and using LPG Gas for oven cleaning. This 
setup and usage has been deemed to be safe for uses under these guidelines. 

Van fittings and features 

The King Academy has kitted out your van using the Carrying of Gas guidance and advice. The advice and 
guidance has been created in conjunction with the BCGA and has been deemed safe for the carriage and use 
of LPG Gas. 

You have been supplied with a box work area, your hot water tank unit is secured within it. 

You have an LPG Gas burner that can be used only when the vehicle is stationery and out of the way of the 
general public. 

You will have a 13KG / 19KG gas bottle (not supplied) secured in the back of your van with safety straps 
against the rear of the box work area. 

⚠ 
 
It is critical to make sure that you NEVER cover the bottom drop out gas vent(s) and 
that the roof vent is kept in the open position when a gas bottle is being carried. 
 

 

First use of the LPG Gas Dip Tank 

Your first oven clean should always be your own at home, this gives you the opportunity to use the van 
mounted dip tank for the first time which beds it in. 

As it will be your first use on your own it also gives you the opportunity to refresh your memory as to how it 
works with the benefit of being able to work at your own pace with no pressure. 

⚠ 

 
Never Leave Unattended 
 
ONLY ever operate the tank while you are in or around your van, never leave the tank 
unattended when heating.  
 
Where possible keep your tank and tools away from where children or the public may 
be able to interfere with them. 
 

 
When the van mounted tank is first used the painted finish to the gas burner will burn off during the first hour 
of use. 

The arm to the gas burner has a sliding chrome shield. This shield can be slid backwards or forwards to adjust 
the flow of oxygen entering the burner. 



The flame should burn blue to yellow in colour and no smell of un-burnt gas should be present when working 
on the dip tank. If you can smell un-burnt gas adjust the flow of gas or the flow of oxygen so that the flame 
burns correctly but there is no smell of gas, this will also extend the life of the gas tank and create a safer 
working environment. 

Setting up 

Always park on a level surface. 

Start up procedure 

1. Park up safely on a level surface 
2. Disconnect / unstrap your LPG Gas bottle from the back of your work area. 
3. Place the bottle on the ground approximately 1 meter or more from the van. 
4. Remove the hose from the van and connect the end with the regulator to the gas bottle. Make sure 

that it is finished off with a spanner to ensure that it is tight. 

⚠ 
 
NEVER connect your gas lead to the bottle and turn on whilst you or anyone else are 
inside the vehicle. 
 

 

5. Turn on the gas bottle. 
6. Pull out the tray from under the dip tank and turn it on at arms length. 
7. You are now free to light the gas. This can be done with a sparker unit on the burner or with a 

extended lighter (10 inch minimum). 
8. When the gas is alight with a nice blue flame, push the burner tray back under the tank. 
9. Make sure the lid is unclipped to reduce any pressure build up and bring the tank up to the operating 

temperature. 

Close down procedure 

1. Turn of the burner fully. 
2. Turn off the gas bottle fully 
3. Loosen and remove the regulator from the bottle, use a spanner followed by hands. 
4. Coil up the hose and put it safely in the van. 
5. Put the bottle back in the van and re-secure it to the back of the work area. 
6. Check again that the bottle is off and that there is no leakage (use a gas detector). 

⚠ 

 
Caution: 
 
The gauntlet gloves and eye protection must be worn at all times during tank 
operation. 
 

  



Fire extinguisher 

As you are aware from training your van has also been kitted 
out with a 2kg powder extinguisher. 

Only tackle small fires with an extinguisher. If the fire has taken 
hold do not fight the fire but evacuate immediately and warn 
others of the fire, then call the fire and rescue service. Please 
be aware that the powder from the extinguisher spreads and 
might be inhaled. It can also reduce visibility. Do therefore only 
use with caution in enclosed spaces. If you tackle the fire make 
sure you stay at a safe distance and follow the instructions 
below. 

1. Pull the safety pin, this will break the tamper seal. Squeeze 
the lever to start discharging the extinguisher.

2. Aiming the extinguisher: 

Solid Materials 
Aim the nozzle at the base of the flames, moving across the 
area of the fire 

Burning gas 
Switch off the gas supply as soon as you can! Aim the powder 
at the flare to extinguish 

Electrical equipment 
Switch off the power (if safe to do so) and then direct the 
nozzle straight at the fire 

3. Once the fire is extinguished, careful
extinguisher has been used 

Once an extinguisher has been used, it is advisable that it is replaced immediately.
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Ventilation 
Low level ventilation 

Your van has been kitted out with one or 

LPG Gas is heavier than air and if there is a slight leak in the van
route for the gas. 

High level ventilation 

There is also a rotating roof vent system fitted

This is to give a fresh air intake. 

If there is any leakage, this positive air pressure 
any LPG Gas out through the bottom 

 
Gas Detector 

 

To pre-empt any leakage that may not be noticed, there is a 
gas detector fitted in the van. 

Always make sure that it is on whilst you are in and using the 
van. 

Check batteries regularly. 
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